








NFI Infrastructure Solutions™ is a service 

dedicated to providing safe, reliable, smart and 

sustainable charging and mobility solutions.

Learn what Infrastructure Solutions can do for you at 
nfigroup.com/IS

What our Infrastructure 
Solutions team provides.

Supports mobility projects from start to finish.

Focuses on energy management optimization.

Provides infrastructure planning and development.

Provides cohesive transition of bus fleets to 
zero-emission electric technology.

SmartRider™ enables kneeling 
to variable heights and 
minimizes the slope di�erence 
between a low-floor ramp and 
the bus floor.

SmartRider™ ramp achieves 
a 1:6 slope ratio with a 
self-leveling feature that can 
withstand up to 1000lbs.

Kneeling Self-Leveling

Industry-leading passenger 
carrying capacity with up to 
88 total (40 seated and 44 
standees).

Capacity

Functionality + accessibility.

ne
w

fly
er

.c
o

m
/N

G

Dual-Sided Boarding 
Option
New Flyer o�ers an optional 
three-door configuration for
all Xcelsior® 40' and 60' buses 
that includes a street-side door
for bus rapid transit application. 



Length

Measurements

Width

Roof Height

Step Height

Front Step Height (Kneeled)

Interior Height – Floor to Ceiling

Tire Size

Wheelbase

36′ 3″ (11.05m) Over bumpers;
35′ 5″ (10.80m) Over body

102″ (2.6m)

11′ 1″ (3.3m) Over charging rails

14″ (356mm)

10″ (254mm)

79″ (2m) Over front and rear axle;
95″ (2.4m) Mid-coach

305/70R22.5

226.75″ (5.8m)

60′ 10″ (18.54m) Over bumpers;
60′ 0″ (18.29m) Over body

102″ (2.6m)

11′ 1″ (3.3m) Over charging rails

14″ (356mm)

10″ (254mm)

79″ (2m) Over front and rear axle;
95″ (2.4m) Mid-coach

305/70R22.5

229″ (5.8m) Front / 293″ (7.4m) rear

Seats

Passenger Capacity

Standees

Up to 32*

Up to 35*

Up to 61 (with one exit door)*

Up to 62 (with one exit door)*

Rated Power (standard) 

Rated Power (high-grade) 209 kW

N/A

N/A

280 kW

Rated Torque (standard)

Rated Torque (high-grade) 2,000 lb-ft

1,220 lb-ft

Accessibility

Motor

Propulsion
Siemens electric drive system;
Standard or optional high gradeability motor

Approach/Departure/Breakover Angles

Approach Angle
9°/9°/12° 9°/9°/12° (front) 9° (back)

Turning Radius

Turning Radius
(Body, with aluminum wheels; 
*Varies with wheel type)

(Rapid charging available)

39′ (11.9m)* 42′ (12.8m)*

Floor
Main Components

Marine grade plywood floor;
Optional composite floor;
Composite rear interior step;
Tarabus, Altro

Marine grade plywood floor;
Optional composite floor;
Composite rear interior step;
Tarabus, Altro

Electrical System Parker Vansco Parker Vansco

Propulsion Cooling System Electric cooling fans Electric cooling fans

HVAC Thermo King TE15 (rear) Thermo King RLFE (front) TE15 (rear)

Axles MAN VOK 08 Front disc brakes;
MAN HY-1350 Rear disc brakes;
Single reduction axle

MAN VOK 08 Front disc brakes;
ZF AVN 132 Center disc brake;
MAN HY-1350 Rear disc brakes;
Single reduction axle

Long Range

Energy Storage System
440 kWh, 550 kWh 660 kWh, 770 kWh, 880 kWh

Wheelchair Accessibility

Doors 2

Wheelchair Locations 2 - Front location, rear location also 
available (other options available)

32″ (813mm) Wide, 1:6 slope;
Flip out NFIL ramp, front door

32″ (813mm) wide, 1:6 slope;
Flip out NFIL ramp, front door

2 - Front location, rear location also
available (other options available)

2 or 3 (option for up to 5 doors)

Siemens electric drive system;
ZF AVE130 in-wheel motor center drive axle

41′ 0″ (12.50m) Over bumpers;
40′ 2″ (12.24m) Over body

102″ (2.6m)

11′ 1″ (3.3m) Over charging rails

14″ (356mm)

10″ (254mm)

79″ (2m) Over front and rear axle;
95″ (2.4m) Mid-coach

305/70R22.5

283.75″ (7.2m)

Up to 40*

Up to 44*

209 kW

2,000 lb-ft

Siemens electric drive system;
Standard or optional high gradeability  motor

9°/9°/9°

43.5′ (13.3m)*

Marine grade plywood floor;
Optional composite floor;
Composite rear interior step;
Tarabus, Altro

Parker Vansco

Electric cooling fans

Thermo King TE15 (rear)

MAN VOK 08 Front disc brakes;
MAN HY-1350 Rear disc brakes;
Single reduction axle

440 kWh, 5 50kWh, 660 kWh

2

2 - Front location, rear location also 
available (other options available)

32″ (813mm) wide, 1:6 slope;
Flip out NFIL ramp, front door

*Based on 4-string (35′/40′) & 6-string (60′) ESS configurations, with ELFA 3 Siemens Traction System

(*Based on 1:5.67 ratio axle)

35′ 40′ 60′
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160 kW 160 kW

1,400 lb-ft 1,400 lb-ft



Learn more about this technology at the Vehicle Innovation Center

newflyer.com/NG

newflyer.com/VIC


